
Appendix C

Public Safety Conditions 

1. A suitable electrical certificate signed by a competent person stating that any electrical 
installations used for regulated entertainment have been inspected and tested and are in a 
safe working condition shall be available on site for inspection by an authorised officer of 
the licensing authority.

2. The copies of electrical certificates shall include:

a. the earthing of generators,

b. the power supply and installation, and

c. the lighting circuit and equipment.

3. Each socket outlet circuit or individual socket outlets used for public entertainment shall 
be protected by an integral residual current device (RCD) having a rated residual operating 
current not exceeding 30mA (0.03amps). Every such circuit and RCD shall be inspected and 
tested annually by a competent person. A satisfactory and valid inspection report shall be 
available on site for inspection by an authorised officer of the licensing authority.

4. The event organiser shall ensure all marquees, lighting rigs and other temporary structures 
are erected and dismantled in a safe manner by a competent person and maintained in a 
safe condition for the duration of the event.

5. Based on a 50/50 split (male/female), the minimum toilet provision for the event must be:-

i. Female:               1 WC per 100 females

ii. Male:               1 WC per 500 males

iii. 1 urinal per 150 males

6. Adequate and suitable toilet facilities shall be provided for the use of disabled individuals.

7. The conveniences shall be indicated by suitable signage and properly and be efficiently lit 
at all times.

8. The conveniences shall be kept at all times in good order and repair and properly and 
effectively cleansed and maintained throughout the duration of the event.
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9. Any livestock should be removed from the fields, used for the event at least three weeks 
prior to the event to minimise the risk of E.coli bacteria being present on the land.

10. The site must be laid out in such a way as to minimize the interaction of vehicles and 
pedestrians. Where vehicles are in the same area as pedestrians at the same time a 
workplace traffic risk assessment must be carried out and implemented.

11. The audience should not be allowed within 3m of any loud speaker. Where this is not 
practical and suitable, the overall music sound levels can be modified so that people closer 
than 3m to the loud speakers are not exposed to an Event Leq of more than 107dBA or 
peak sound pressure levels of 120dB. Under no circumstances should the audience and 
loudspeaker separation distance be less than 1m.

12. Wash hand basins should be provided at a ratio of one per ten toilets. Wash hand basins 
should be provided with soap and running water, where possible hot and cold or suitably 
mixed water should be provided.

13. The Licence holder must appoint a suitably competent and appropriately qualified persons 
and experienced in the nature of Music Events to co-ordinate the Management of Health 
& Safety. Any such persons should be involved with, and available to, officers of the 
council and site employees during the pre-event planning, site build, throughout the 
duration of the event and during the site de-rig and clearance. The festival site from day 1 
of construction to the final point of de-rig will become a “Build and Break” site and all 
persons entering the site will be suitably dressed in protective clothing to include high 
visibility clothing, hard hats, protective boots, ear defenders, protective glasses and gloves.

14. The appointed Health & Safety Officer will ensure that all persons entering the event site 
during the build phase of the event receives a Health & Safety briefing relevant to the site.

15. The appointed Health & Safety Officer will ensure that access to the site for members of 
the public is denied at all times during the “Build and Break” phases of the event.

16. The Licence Holder shall ensure that all temporary demountable structures including 
stages, marquees, barriers, grandstands, towers and any other structure listed in the 
industry guide, conform to the Institution of Structural Engineers - “Temporary 
Demountable Structures - Guidance on design, Procurement and Use”.

17. The Licence Holder must ensure that the design concept statements for marquees and 
large tents include design, wind loads, foundation and anchorage requirements, erection 
schedule, protection to be provided to structural support columns to prevent the public 
climbing onto them, protection to be provided to guy ropes and anchoring stakes in areas 
likely to experience heavy pedestrian traffic.
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18. The licence holder must ensure that prior to the public being permitted onto the site a 
signed statement is received in respect of each temporary structure which certifies that 
they have been inspected and where appropriate tested by a competent person following 
completion and to confirm structures have been constructed in accordance with the 
approved design specifications. The Licence Holder must make these statements available 
to the Licensing Authority on request.


